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SERINGUES

Volume 5 µL 10 µL 25 µL 50 µL 100 µL 250 µL
Model 85 801   802 805 810 825  

Gauge ** 26s 26s 22s 22s 22s 22s

N (Cemented Needle) 84850 84852 84854 84856 84858

RN (Removable Needle) 84851 84853 84855 84857 84859 84861

RN (Removable Needle) Syringe 7641-01 7642-01 7643-01 7644-01 7645-01 7646-01
(Needle not included)

Reproducibility (Chaney) Adapter 32146 32146 32146 32146 32146 32146
(Syringe not included)

(**/2”/2)

(**/2”/2)

Syringe Calibration Service

Ordering Information

Typical Operating Parameters
• Maximum temperature for Cemented Needle 50 ˚ C (122˚ F ) and Removable Needle 115º C (239º F).
• Maximum pressure rating is 2000 psig except for 250 µL which is 1000 psig.

Replacement Parts
Volume 5 µL 10 µL 25 µL 50 µL 100 µL 250 µL

52801850820810858ledoMnoitpircseD
961234512335123251231512305123 N ylbmessA regnulP/lerraB .1
621233212302123711239212343123 NR ylbmessA regnulP/lerraB
531235312353123531235312353123ylbmessA redloH .2
209032090320903209032090320903tuN NR  .3

4.  RN Needle, see page 31

800 Series MICROLITER Syringes

900 Series MICROLITER Syringes

5 μL - 250 μL

• Removable needles (RN) or cemented needles (N)
• Reinforced plungers
• Plunger assemblies are replaceable
• Plunger stop prevents plunger blowout
• For use with liquids
• Syringes are autoclavable when disassembled
except for cemented needle (N) syringes

5 μL - 10 μL

• Removable needles (RN) or cemented needles (N)
• Reinforced plungers
• For use with liquids
• Syringes are autoclavable when disassembled
except for cemented needle (N) syringes

V   Lµ 01Lµ 5emulo
 10959ledoM

Gauge ** s62s62

N (Cemented Needle)    0630802978

RN (Removable Needle) 0730852978

RN (Removable Needle) Syringe 10-846710-7467
(Needle not included)

Reproducibility (Chaney) Adapter 8412384123
(Syringe not included)

(**/2”/2)

(**/2”/2)

Ordering Information

Typical Operating Parameters
• Maximum temperature for Cemented Needle 50 ˚ C (122 ˚ F) and Removable Needle 115 ˚ C (239 ˚ F).
• Maximum pressure rating is 2000 psig.

Replacement Parts
Volume 5 µL 10 µL

10959ledoMnoitpircseD
2090320903tuN NR  .1

2.  RN Needle, see page 31
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